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FireWire to Ultra SCSI Converter
FR1SX 
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FireWire Plug & Play connectivity for Ultra-SCSI devices!
Connect SCSI Scanners, Tape Drives and CD-Burner
to FireWire port !
Buy Now!
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Features
· Quickly change an Ultra SCSI device to FireWire device. 

· Just Plug & Play, Quick and Easy installation. 

· Install FR1SX drivers. 

· Attach FR1SX to SCSI device directly(HD50P female required). 

· Connect the FireWire cable to FireWire port. 

· The OS will detect and mount your SCSI device automatically. 

· Enables to handle as quite a FireWire device.

· Two FireWire 400Mbps ports (6-pin) available.

· Supports FireWire Daisy chain.

· IEEE1394.a compliant PHY-Link included.

· Works as a repeater when SCSI device turns off(Requires AC Power Adapter). 

· Supports high-speed, high-performance Ultra SCSI.

· Supports up to 20MB/sec data transfer.

· Supports SBP2 ORB/CDB command set.

· Includes active Ultra SCSI terminator.

· Fits various SCSI devices. 
Hard Drive, CD-R/RW, DVD-RAM, MO, Removable HD. 

· Support Synchronous transfer, Disconnection/Reconnection. 

· Current FR1SX Firmware does not support following functions. 

· SCSI Daisy Chain. 

· Multiple LUN.(Does not support PD Drive,CD-ROM Changer Drive) 

· 5 year warranty
System Requirements
[OS]

Mac OS X 10.1.x / 9.2.x / 9.1
Windows XP / Me / 2000 / 98SE 

[SCSI device]

Hi-Density 50 pin female SCSI-2 connector on a SCSI device (*1)

Term-Power output capability

Single-End interface

Terminator 

[Mac/PC]

FireWire (IEEE1394) port 

Specifications

	Bus interface
	UltraSCSI / FireWire (IEEE1394)

	Data transfer rate
	[SCSI]
20MB/sec with Ultra SCSI devices (synchronous)
10MB/sec with FAST SCSI devices (synchronous)
6MB/sec (asynchronous)
[FireWire]
100, 200 and 400 Mbps (IEEE1394) 

	Connector Type
	[SCSI]
Hi-Density 50 pin Male connector x 1
[FireWire]
FireWire (IEEE1394) 6p port x 2

	Package includes
	· FR1SX FireWire(IEEE1394) to UltraSCSI converter 

· FR1SX software CD-ROM
[Macintosh Driver software]
· Configuration Utility

· SIM(SCSI Emulation) driver for MacOS9.1 or later 
[Windows software]
· Format Utility
· Configuration Utility 
· One IEEE1394 Cable 6p-6p 6feet 

· User's manual 

· Software License Agreement

	Physical characteristics
	55mm(W) x 65mm(D) x 15mm(H)
48g (only main body)

	Operating requirements
	· DC +4.25V to 5.25V
(SCSI Termination Power Voltage requirement)

· 300mA typical 

Temperature from 0(C to 55(C
Relative humidity 20-80% (Non-condensing)


